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 Communication Protocol

1. Communication Interface and Definition

Interface Type: 9 pins female 

Interface Definition: Standard RS232 definition (See the right picture).

2. Baud Rate: 9600bps (default)

3. Serial port control command (ASIIC code, “X” in the table stands for figure), valid character is lowercase letters, figures, and line break 0x0a.

4. End mark is the line break 0x0a

	Send Command Word
	Perform Operation
	Read-back Command Word
	Read-back Command Analysis

	A + line break (Hereafter, every command must take 0x0a as the line break to over, ignore the following)
	Back device model
	Like “PPS2316A”
	Device model

	
	
	N
	Communication fail

	l
	On-line Status
	OK
	Online success

	
	
	N
	Online fail

	suXXXX
	Preset output voltage, units V; e.g. 1200 stands for 12.00V
	OK
	Preset success

	
	
	N
	Communication fail

	siXXXX


	Preset output current, units A; e.g. 2500 stands for 2.500A
	OK
	Preset success

	
	
	N
	Communication fail

	saXXXX
	Set the read-in CPU address as ADDR
	OK
	Command accepted

	
	
	N
	Communication fail

	sdXXXX
	Set the read-in CPU data as DATA
	OK
	Command accepted

	
	
	N
	Communication fail

	O1
	Set power output
	OK
	Power on

	
	
	N
	Communication fail

	O0
	Set power turnoff
	OK
	Power turnoff

	
	
	N
	Communication fail

	rv
	Read measured voltage
	XXXX
	e.g. 0200 stands for 2.00V

	ra
	Read measured current
	XXXX
	e.g. 0020 stands for 0.020A

	ru
	Read preset voltage
	XXXX
	Stand for XX. XX V

	ri
	Read preset current
	XXXX
	Stand for X. XXX A

	re
	Rear CPU internal ADDR address data
	XXXX
	00-0255

	rp
	Read device safeguard or not
	0000
	Stand for in proper work order

	
	
	0001
	Stand for OVP

	
	
	0002
	Stand for OCP

	rs
	Read device status
	0000
	Stand for no output

	
	
	0001
	CV Voltage regulation status

	
	
	0002
	CC Steady flow status





